
STAINLESS STEEL MID
SECTION

LANE STATUS INDICATOR-
CLEAR FROSTED ACRYLIC

STAINLESS STEEL END

INFRARED WINDOW-
BLACK POLYCARBONATE

GLASS BARRIER

SHAFT-
STAINLESS STEEL

ALL GLASS IS TOUGHENED- EN 12150 / ANSI Z97.1
ALL STAINLESS STEEL IS 304, 240 GRIT (SATIN No. 4), HORIZONTAL GRAIN
DECORATIVE TOP - STAINLESS STEEL AND CORIAN HAS 4mm OVERHANG

STAINLESS STEEL
SIDE PANEL

STAINLESS STEEL
SIDE PANEL

CORIAN END - DEEP BLACK QUARTZ

BUMP STOPS - UL VERSION
ONLY
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CARD READER OPTION B
MOUNTED EXTERNALLY ON
DECORATIVE TOP

CARD READER OPTION A
MOUNTED BELOW
DECORATIVE TOP

CARD READER OPTION D
MOUNTED EXTERNALLY ON
NYLON BLOCK ON
ROUND END PANEL

CARD READER OPTION C
MOUNTED EXTERNALLY ON
NYLON BLOCK ON
SQUARE  END PANEL

CARD READER OPTION E- MOUNTED
BEHIND OPTIONAL WINDOW (CLEAR
FROSTED ACRYLIC WITH GREY
INTERNAL FINISH)

BLACK ACID ETCHED FASTLANE WORD AND LOGO
ON ALL BLANK END PANELS (NO END OF LANE
INDICATOR END PANELS)
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PRODUCT: GLASSGATE 250

TITLE: GENERAL INFORMATION

DRAWING No: GG250_A9
FOR SALES INFORMATION ONLY-SUBJECT TO CHANGE
ALL DIMENSIONS +/-2mm
This document is the copyright of Integrated Design LTD
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MATERIAL SPECIFICATION LANE LAYOUT &
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