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PEDESTAL HEIGHT GG400 HANGING INFILL 1200 HEIGHT GG400 HANGING INFILL 1500 HEIGHT GG400 HANGING INFILL 1800 HEIGHT GG400 HANGING INFILL
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BRUSHED STAINLESS

STEEL 304 GLASS CLAMPS.

CLEAR TOUGHENED GLASS INFILL

PANEL.

10mm THICK UP TO 1500mm HIGH.

12mm THICK UP TO 1800mm HIGH.

BRUSHED STAINLESS STEEL 304

INFILL POST

ALL GLASS IS TOUGHENED - EN12150
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100 mm

 [3.9 in]

2x M10 FLOOR FIXING POSITIONS.

FIX POSTS WITH M10 FIXINGS INTO

CONCRETE SLAB IN FLOOR SUBSTRATE

TO A MINIMUM DEPTH OF 4"

4x M10 FLOOR FIXING POSITIONS.

FIX POSTS WITH M10 FIXINGS INTO

CONCRETE SLAB IN FLOOR SUBSTRATE

TO A MINIMUM DEPTH OF 4"

FROM PEDESTAL HEIGHT TO 1500 HEIGHT HANGING INFILL

1800 HEIGHT GG400 HANGING INFILL

PRODUCT: GG400 HANGING INFILL
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DRAWING No: GG400INFILL_A1
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