LANE LAYOUT &

MATERIAL SPECIFICATIONS GENERAL DIMENSIONS
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DECORATIVE TOP - 10mm THICK LOW IRON
TOUGHENED GLASS, WHITE CERAMIC _
PAINTED UNDERSIDE.
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[q\|[e)] _— _
AR 96.3
SIDE PANEL RETAINER —| 3.8" 96.3
GLOSS BLACK ACRYLIC 38"
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BASEPLATE - BLACK POLYCARBONATE _ SV _
SATIN BLACK MILD STEEL _
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ALL STAINLESS STEEL IS 304, 240 GRIT (SATIN No. 4), HORIZONTAL GRAIN % 100 660 660 100
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READER MOUNTING OPTIONS AND LOGO DETAILS PEDESTAL FOOTPRINT 400
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CARD READER - OPTION 'B'
MOUNTED EXTERNALLY
ON CORIAN TOP
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CARD READER - OPTION ‘A’
MOUNTED BELOW GLASS TOP
AVAILABLE AREA 250 x 190 x 75
(10" x 7.5" x 3" APPROX.)
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FOR SALES INFORMATION ONLY-SUBJECT TO CHANGE

ALL BLACK TEXT & BLACK LOGO
TO BE ACID ETCHED

ALL DIMENSIONS +/-2mm
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ON ALL BLANK END PANELS (NO END OF LANE

INDICATOR END PANELS)




