MATERIAL SPECIFICATION LANE LAYOUT & _ _
GENERAL DIMENSIONS
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DECORATIVE TOP - 10mm THICK LOW IRON 50 50
TOUGHENED GLASS, WHITE CERAMIC _ 20" 20" _
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GLOSS BLACK ACRYLIC _ _
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LANE STATUS INDICATOR - 12.1" 216" 12.1" 216" 121
CLEAR FROSTED ACRYLIC MAINTENANCE GAP
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ALL GLASS IS TOUGHENED - BS EN12150
ALL STAINLESS STEEL IS 304, 240 GRIT (SATIN No. 4), HORIZONTAL GRAIN 100 550 550 ] 100
3.9" 21.7" 21.7" 3.9"

BETWEEN BODY BETWEEN BODY

READER MOUNTING OPTIONS AND LOGO DETAILS PEDESTAL FOOTPRINT
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15.7"

CARD READER - OPTION 'B'
MOUNTED EXTERNALLY
ON CORIAN TOP
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3 9||

CARD READER - OPTION ‘A’
MOUNTED BELOW GLASS TOP
AVAILABLE AREA 250 x 120 x 75
(10" x 4.7" x 3" APPROX.)

180
71"

4x M10 FIXING LOCATIONS 7
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